
PJB series
Promel Junction Boxes Ex e / Ex i, 

Stainless Steel – PJBxxyyzzX

PJB _ Promel Junction Boxes are a range of increased safety enclosures with 

inside DIN rail mounted Phoenix Contact or Weidmüller terminal blocks, Ex eb 

component certified, installed on a mounting plate manufactured from sendzimir 

sheet steel, with slots in the corners. These junction boxes are used to distribute 

electrical energy and electrical signals in hazardous areas, for fixed installations.

The Junction Boxes are manufactured from pre-satin AISI 316L stainless steel 

and are provided with mounting brackets, cam lock(s), hinges and earthing bold.

The construction ensures IP66 protection against moisture and dust penetration 

plus IK10 impact protection rating according to EN IEC 62208; EN 60529 

and EN IEC 62262.

The enclosure can be mounted both on the wall or surfaces using the installed 

brackets in temperatures ranging from -20 ºC up to +60 ºC.

For terminals and entry devices configuration options please contact Promel Srl.

• Stainless Steel enclosure

• Surface installation in Zone 1 and Zone 2 with the presence of category 2 gases and/or vapors

• Ex eb certified

• 15 enclosure size options

• Customizable configuration of terminals, cable entries and cable gland types 

   as per specification
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CODE DIMENSIONS
[W x H x D (mm)]

PLATE
[W x H (mm)]

WEIGHT
[KG]

COVER ASSEMBLING
MODE

PJB203015

PJB303015

PJB403015

PJB304020

PJB404020

PJB504020

PJB505020

PJB505025

PJB406020

PJB406025

PJB606025

PJB507020

PJB507025

PJB608025

PJB808030

200 x 300 x 150

300 x 300 x 150

400 x 300 x 150

300 x 400 x 200

400 x 400 x 200

400 x 500 x 200

500 x 500 x 200

500 x 500 x 250

400 X 600 x 200

400 X 600 x 250

600 X 600 x 250

500 x 700 x 200

500 x 700 x 250

600 X 800 x 250

800 X 800 x 300

150 x 250

250 x 250

350 x 250

250 x 350

350 x 350

350 x 450

450 x 450

450 x 450

350 x 550

350 x 550

550 x 550

450 x 650

450 x 650

550 x 750

750 x 750

3,2

4,1

7,8

8

10,8

12,9

15

16,1

15,7

16,9

23,2

21,7

23,1

30

40

1 cam lock; 2 hinges

1 cam lock; 2 hinges

1 cam lock; 2 hinges

1 cam lock; 2 hinges

1 cam lock; 2 hinges

1 cam lock; 2 hinges

1 cam lock; 2 hinges

1 cam lock; 2 hinges

2 cam locks; 2 hinges

2 cam locks; 2 hinges

2 cam locks; 2 hinges

2 cam locks; 2 hinges

2 cam locks; 2 hinges

2 cam locks; 2 hinges

2 cam locks; 2 hinges

The weight is valid for empty enclosure, it will increase according to enclosure accessories, 
integrated components and entry devices

Dimensions PJB series:
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Electrical Specifications
Operating voltage	 275 V

Operating current 	 Depending on size and application

Mechanical Specifications
Enclosure material	 Pre-satin AISI 316L stainless steel

Enclosure cover 		  Door with locking system (box and insert in zinc alloy, 

			   lever in stainless steel) with Ø 3mm double bar key

Cover seal		  Silicone

Mounting plate		  Sendzimir sheet steel, with slots in the corners

Degree of protection	 IP66

Shock resistance		 IK10

Dimensions and Weight	 See data table above

Mounting		  Wall mounting systems with mounted brackets

Earthing			  M6 internal/external stud bolt

Ambient Conditions 
Ambient temperature	 -20 ... 60 °C (-4 ... 140 °F)

Hazardous Areas Data
EU-type exam. certificate	BVI 24 ATEX 0099 X

Marking	 		        II 2G

			   Ex e IIC T4…T5 Gb IP66

			   Ta = -20°C to +55°C…+60°C

International Approvals
Marine environments	 Enclosure RINA Certified

Conformity
Degree of protection	 EN 60529

Shock resistance		 EN IEC 62262

CE marking		  NB 1370

General information
Ordering information	 The Junction Box is delivered completely configured and 	

			   assembled ready for use. For configuration details please 	

			   contact Promel Srl.

Supplementary info	 EC-Type Examination Certificate, Declaration of Conformity, 

			   Installation & Operating Manual.

Technical data PJB series:Technical data PJB series:
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